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ELECTRICAL CONNECTIONS
MAINS INPUT 100-240Vac 50-60Hz PORT 1 WATER INLET 8MM (5/16") OUTSIDE TUBE DIAMETER

SYSTEM VOLTAGE 24Vdc PORT 2 MANUAL BYPASS 8MM (5/16") OUTSIDE TUBE DIAMETER

POWER CONSUMPTION 
CHORUS 1, 2, 3 (PEAK)

60VA (PER MODULE) PORT 3 DRAIN OUTLET 8MM (5/16") OUTSIDE TUBE DIAMETER

PORT 4 PURIFIED WATER OUTLET 8MM (5/16") OUTSIDE TUBE DIAMETER

POWER CONSUMPTION 
HALO DISPENSER (PEAK) 

20VA (PER MODULE) PORT 5 RETURN WATER 8MM (5/16") OUTSIDE TUBE DIAMETER

PORT 6 ELECTRICAL POWER INLET ELECTRICAL CONNECTIONS. 
 

ONLY USE ELGA APPROVED 
POWER AND NETWORK LEADS.

 

WEIGHT PORT 7 NETWORK CONNECTION

CHORUS 1, 2, 3 34Kg (74Lb) PORT 8 ELECTRICAL POWER LINK

HALO DISPENSER 4Kg (9Lb) PORT 9 NETWORK CONNECTION

CHORUS AND HALO INTEGRATED 38Kg (84Lb) PORT 10 FOOTSWITCH CONNECTION 6.35mm (1/4") JACK SOCKET

PORT 11 BUILDING MANAGEMENT OUTPUT 6.35mm (1/4") JACK SOCKET
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